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Make tight kink in each
conductor at or somewhere
below shear plane \\\
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Continue kink to at
least 90° position as
indicated in step 2.
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™~ Wrap conductors 4 times snugly

around projecting end of conduit,
then continue to fused splice connector.

KINKING DETAIL FOR

SLIP_BASE STANDARDS

Primary lines of multiple ballasts shall be provided with fused connectors.
Fuse ratings shall be as noted below.
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Pedestrian push button circuit

TYPICAL BANDING OF CONDUCTORS ENDS

FUSE CURRENT RATING

GReur VF(%S\LS%E HPS LAMP BALLAST LOW PRESSURE SODIUM BALLAST A=l L .

ow | oow | sow | 200w | 2sow | sow [ 40w | 3w | ssw [ scow [ ssw | wow 175 W IKVA | 2kva | 3 kva
20 v | 250 v 5 5 5 5 6 0 0 5 5 8 0 0 0 0 25 35
240 v | 250 v 5 5 5 5 5 5 5 3 3 4 5 5 5 6 0 20
480 v [s00-600 V[ 5 5 5 5 5 5 5 2 2 2 3 3 5 3 6 0

FUSE RATINGS FOR FUSED CONNECTORS
LUMINAIRE BALLAST FUSING

These "Standard Plans for Construction of Local Streets and Roads"
systems of measurement: International System of Units (SI or "metric") and United States
Standard Measures shown in the parentheses (). The measurements expressed in the
two systems are not necessar\\y equal or mferchangeab\e See the "Foreword" at the

SIGNAL, LIGHTING AND

STATE OF CALIFORNIA
DEPARTMENT OF TRANSPORTATION

ELECTRICAL SYSTEMS
WIRING DETAILS AND

FUSE RATINGS

beginning of this publication.
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